SEE THE DIFFERENCE

every window part is pre-processed and
built into the window totally protected
varnishing is a multi-stage
machine-controlled process

modern varnishing facility is a

very eco-friendly facility

water-based varnishes are
environment- and human-friendly

GS PREMIUM

M SORA can also offer a 10-year warranty

on window surface treatment

YOUR BENEFITS

long product lifespan
numerous color tones

standard RAL

windows can be manufactured to best match

your interior design and/or furniture
different colors on the inner (wood)
and the outer (aluminum) side

WHY IS ALUMINUM A GOOD IDEA?

aluminum is durable, applicable in every
situation and preserves its form
aluminum is one of the rare 100

% recyclable materials

aluminum enhances the window’s
coziness and warmth, it further

gives the window more elegance

and durability on the outer side

it symbolizes an interesting
combination of modern and old

color effects are possible because of
the excellent choice of colors: from RAL
metallic colors to wood imitating colors
GS Premium dust varnishing technology
ensures better color resistance
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antico metallic

wood imitation

COLOR OPTIONS: ALUMINIUM

bianca 03

terra O1

RAL 1002

RAL 7035

light grey

douglasia 1

o
o
x
IN

rossa O1 silva O1 silva 03 silva 05 nera 03 azzura 01 azzura 05

terra 02 terra 03 terra 05 terra O7 verda 05

RAL 1013 RAL 3003 RAL 5010 RAL 5014 RAL 6000 RAL 6005 RAL 7001

other RAL colors:

to order
RAL 8001 RAL 8003 RAL 8017 RAL 9016
white dark green anthracite
. .
douglasia 2 cherry 1 cherry 2 cherry 3 oak 1 oak 2 oak 3
. .
red oak spruce 1 spruce 2 walnut 1 pine 2 golden oak



ADDITIONAL EQUIPMENT DETAILS THAT MATTER

We all like living in a nice and comfortable environment.
Things impossible yesterday are possible today due to
new cutting-edge window-production technologies. And
the window gets a whole new dimension.

ADVANTAGES OF WINDOW INSTALLATION WITH
SUBFRAMES

1. because the windows are built into the building after the construction
work has been finished there is no damage and the windows are clean
2. before the installation of windows the building has to be dry so
that humidity does not enter wood and damage the surface coating
3. subframes ensure extra insulation of window jambs on the

outer side which increases the building’s insulation qualities

4. because the subframes’ delivery times are short

masonry work can be carried out without delays

5. the installation does not require any additional

finishing strips on the inner side

6. subframe installation is especially recommended when

installing larch windows because this sensitive type of

wood does not darken equally when lime is used

interior foil

exterior foil

FA 101 silicon

PE filler

THE INSTALLATION SYSTEM AND SEALING OPTIONS BETWEEN THE WINDOW AND THE WALL

installation with or without subframes is possible

INSULATION

outside

middle

inside

water resistant and

thermal and sound

vapour tight

vapour permeable insulation
OPTIONS
one-layer PU foam* PU foam* PU foam*
one-layer (RAL) pre-compressed tape pre-compressed tape pre-compressed tape
lllmod Trio lllmod Trio IlImod Trio
three-layer (RAL) pre-compressed tape PU foam PE filler + silicon
Perrenator FA 101
pre-compressed tape PU foam interior foil
exterior foil PU foam interior foil
Illbruck TwinAktiv PU foam Illbruck TwinAktiv

RAL-COMPATIBLE INSTALLATION

outside inside

passive

FA 101 silicon —
PE filler —

pre-compressed tape —

nature

pre-compressed tape —

pre-compressed tape —

*not RAL-compatible

prestige
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SAFETY

If safety is very important to you, you can improve it
even further by installing safety fittings (WK1, WK2),
special glass or heavy-duty handles (secustic).

ENERGY EFFICIENCY

Special heavy-duty fittings ensures ventila-
tion/airing through a minuscule aperture
and prevents force entries from outside.

AESTHETICS

When window is closed concealed fittings is not visible

CARE & MAINTENANCE

You can extend the window’s lifespan and preserve
its appearance on the inner side by using the
provided maintenance kit that includes cleaning
liquid, special balm/conditioner and two cloths.

WINDOW SILLS

A wide selection of inner (wood, marble, granite) and
outer (aluminum, marble, granite) window sills can
enhance the window’s appearance and/or functionality.

standard closing element e
safety closing element e
safety closing element - steel @
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FITTINGS COVERS

titanium grey

WINDOW HANDLES

dark brown

atlanta

tokyo
HIDDEN FITTINGS

-.

hidden fittings

atlanta

tokyo

SAFETY FITTINGS

bronze white gold

atlanta brest brest amsterdam bruxelles

tokyo verona rotoline phoenix alt

classic fittings

standard fittings

safety fittings: 1st level safety fittings: 2nd level



CENTURY OLD IDEAS




Rediscovering natural materials and traditional
techniques is what our customers expect us to
work on. We have been collaborating with nature
for almost a hundred years and have never ne-
glected our ancestors’ experience.

Ziri used to be an island of human habitation in
the green expanse of virgin forests. There used to
be a lot of excellent joiners and carpenters in our
area and it comes as no surprise their workshops
have survived for the last 100 years. In one of these
workshops a new trend emerged: manufacturing
of doors and windows. It was the predecessor of
the many door & window manufacturing facilities
today.

Through time the names have changed but pa-
tience & ingenuity of our hardworking employees
have always been the backbone of M SORA; and
the little plant continued to grow. Finally the new
M SORA emerged - a company of dedicated
masters.

The M SORA of today is a modern company based
on continuous intertwining of tradition and inno-
vation, knowledge and experience. The company
constantly pursues research, tests new materi-
als and discovers new horizons. That’s why our
windows can stand the test of time.

M SORA windows are recognized as excellent
products used with the same amount of trust by
builders of individual houses and by architects
of larger office buildings. The Ziri larch, pine and
beech adorn windows across Europe and even in
faraway Japan.

M SORA is currently the only door & window man-
ufacturer in Slovenia performing thermographic
filming of facilities and buildings, enabling its cus-
tomers to discover and see energy non-efficient
points.
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WOOD WINDOWS

T

NATURE NATURE 3P NATURE 3 NATURE+ PASSIVE PASSIVE XPS PASSIVE 1ZO VISION
profile installation depth 68 68 68 102 68 18 140 68
dimensions {
(mm) visible width 18 18 18 125 100 100 14 124
rectangular o o [ ) [} o o [ ] [ ]
installation { oblique Y ° ) / ] ® ° /
options
dividing, semicircular o [ ) [ ) / o [ J / /
- fixed o ([ ) [ ([ [ [ [ [ )
combined (d & dk) [} [ ) [ ) [ ] [ ] [ J [ ] [ J
folding doors () / [ ] / / / / /
opening tilt-slide doors Y / ° (] L] ® L ®
options
lift-slide doors ° ° ° / 0. 0. 0. 0.
opening towards outside o [ ) o [ J / / / /
L 2-side handle Y °® ) () / / / ®
- | Ug =1, 1,3 / / / / / / 1,4
y { Ug =10 1,26 / / / / / / /
Thermal Ug = 0,9 1,2 / / / / / / /
insualtion
of the Ug = 0,8 / 1,1 / / / / / /
window "I I
Uw Ug = 0,7 alu
(W/m2K) ° / 1 1 1,0 ,aw / / / /
Ug =0,6 / 0,96 1,0 / 0,88 0,79 0,77 /
N Ug =0,5 / 0,91 0,92 / 0,80 0,72 0,69 0,94
Sound insulation of one-wing windows —— 33—36 33—42 33—44 33—44 33—43 33—43 34—44 32—-36
safety hardware WK1 () () () () () [ [ o
only D and DK opening, {
standard visible hardware WK2

[ J [ J o [ J o [ J [ J
standard 2 2 2 2 3 3 3
3 3 3 3 / / /

option

«w N e

number of gasket seals {



WOOD-ALUMINUM WINDOWS

COMFORT COMFORT 3 COMFORT+ PRESTIGE POLAR E POLAR JAPAN CLASSIC

installation depth 84 84 84 84 121 138 138 234
visible width 107 107 107 107 125 143 136 137
rectangular ® [ [ ) [ [ J [ ] [ ] ([ ]
oblique ) () / / [ / / /

dividing, semicircular ° ° / / / / / ‘upperlightonly

fixed ° ° ° / ° ° / /
combined (d & dk) () ® () [ [ ) [ [ ] [ ]
folding doors ° ° / / / / / /
tilt-slide doors ° ° ° / / ° / °.
lift-slide doors ° ° ° ° / / / /
opening towards outside o o / / / / / /
2-side handle ) [ ® / / / / /

Ug =1 1,3 / / 1,2 / / / 0,67
Ug =10 1,27 / / / / / / /
Ug =09 / / / 1, / / / /
Ug = 0.8 / / / / / / / /
Ug =0,7 / / 1,1 ,aiw / 0,92 (v,alw) / 0,77 /

Ug =06 / 0,94 / / 0,75 0,75 / 0,48
Ug =05 / 0,86 0,93 / 0,70 0,69 0,67 /

— Sound insulation of one-wing windows —— 33—36 33—42 33—42 39—40 33—44 33—44 43—46 37—47

WK1 o [ J [ J [ J [ [ J [ J [ ]
WK2 ° ° ° / ° ° / /

standard 2 2 3 2 3 4 4 2-2

option 3 3 / 3 4 / / 3-2




M SORA

window is more than a view

production is environmentally friendly

window quality has been tested
at the Rosenheim Institute for
Window Technology

M SORA adheres to ISO 9001:2000
quality standards

1S0 9001
BUREAU VERITAS

Certification
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